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Work continues with fitting the car body
to the chassis. The bumper parts supplied
will be fitted in the next issue.
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Stage 118: Fitting the Car Body: 2

Work continues with fitting the car body to the chassis.
The bumper parts supplied will be fitted in the next issue.

TI8A 118B

118C

List of parts: Area of assembly

118A Licence plate
lighting holder

118B Licence plate

118B Rear bumper

Three* 2.3 x 4mm
PM screws

- Three* 2.3 x 4mm

PB screws

* Including spare
PM = Pan head for metal
PB = Pan head for plastic



Stage 118: Fitting the Car Body: 2

STEP |

Remove the block of foam/roll of bubble wrap
separating the car chassis from the bonnet. Lower the
chassis into position so that it fits against the car body.

STEP 2

Carefully turn the assembly over and open
the bonnet in preparation for the next step.
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STEP 3

Tuck all the cables at the

front, which were connected

at the end of the previous issue,
behind the engine bay panel,
beneath the windscreen.

STEP 4

Carefully turn the assembly over and check that the
chassis is properly in position: there are 10 screw holes
that have to align at this stage of the assembly.



Stage 118: Fitting the Car Body: 2
STEP 5

When you are happy with the
fit of the chassis, start to insert the

DS10 screws (supplied with issue
117): the first four are fitted across

the front of the chassis (circled).
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Another DS10 screw is fitted on each side through the
chassis behind the front wheels. The screw fixing point

is deep below the surface of the chassis, so the screws
cannot be seen in these photos.
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Fit a DS10 screw at each of the
rear corners to fix the rear chassis

to the car body.
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The last two DS10

screws are fitted
in front of the rear
wheels, near the
exhaust pipes. Again,
it is not possible to
see the screws in
these photos, but the
screwdriver gives a
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COMPLETED ASSEMBLY

The car body has been fixed to the chassis.
Unused parts from this issue and the previous

issue will be fitted in the next issue.



e ASSEMBLY GUIDE
The rear bumper and remaining
parts supplied with previous issues
are fitted to the tail of the car
assembly. The spare wheel will
be fitted in the next issue.

NEW PARTS

Wheel rims,
external and
internal, tyre,
wheel hub, spare
wheel holder
and screws.
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